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Explosion proof centrifugal fans

DKEX

DKEX 225-4 250-4 280-4 315-4 355-6

Art no. 3965 3966 3967 3968 3969

Voltage/Frequency V/50 Hz 400 3~ 400 3~ 400 3~ 400 3~ 400 3~

Power W 490 900 1300 2100 1800

Current A 0.85 1.80 2.20 3.90 3.70

Max air flow m3/s 0.41 0.73 0.822 1.04 1.39

R.p.m. min-1 1305 1355 1330 1380 840

Max temp. of transported air °C -20... +40 -20... +40 -20... +40 -20... +40 -20... +40

“ when speed controlled °C -20... +40 -20... +40 -20... +40 -20... +40 -20... +40

Sound pressure level at 3 m dB(A) 54 59 61 64 58

Weight kg 12.5 17.3 24.2 35.2 38.6

Insulation class, motor F F F F F

Enclosure class, motor IP 44 IP 44 IP 44 IP 44 IP 44

Motor protection U-EK230E EX U-EK230E EX U-EK230E EX U-EK230E EX U-EK230E EX

Certificate SP 04ATEX3106X SP 03ATEX3104X SP 04ATEX3108X SP 04ATEX3110X SP 04ATEX3112X

Speed control, five step Transformer RTRD 2* RTRD 4* RTRD 4* RTRD 7* RTRD 4*

Speed control, five step high/low Transformer RTRDU 2* RTRDU 4* RTRDU 4* RTRDU 7* RTRDU 4*

Wiring diagram p. 391-400 11 11 11 11 11

* + U-EK230E EX

Electrical 
accessories

R-DK4 KT 
p. 323

U-EK 230E EX 
p. 338

RTRD p. 321

RTRDU p. 321

•	 In accordance with ATEX directive 94-9 EC
•	 Suitable for use in battery-charging rooms, fume 

cupboards and similar environments
•	 Motor protection via cold conductor
•	 Speed-controllable

DKEX fans can be installed in any position, and their compact design 
makes them easy to install.
	 These fans have impellers with forward-curved blades and external 
rotor motors. The casing is manufactured from galvanised sheet steel 
with a copper inlet cone. To protect the motor from overheating, cold 
conductor are fitted with external leads which must be connected to 
the U-EK230E EX motor protection relay.
	 Explosion proof versions comply with EN 50014, 50019, EN 1127-1 
and EN 13463-1. Improved safety in accordance with Ex e IIB T3.

Technical data

DKEX 225-4
DKEX 250-4
DKEX 280-4
DKEX 315-4
DKEX 355-6
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Quick selection
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Ex e-Terminal 
box 32A 
p. 339

 Min. static pressure as per dotted line

http://planetaklimata.com.ua/catalog/lineup/?goodsid=497&path=root-13-29-128-497
http://planetaklimata.com.ua/katalog-proizvoditeli/Systemair/
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Explosion proof centrifugal fans
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DKEX A B C D E F G
225-4 280 133 145 196 196 367 445
250-4 315 154 165 216 243 410 492
280-4 357 169 180 230 248 453 547
315-5 400 188 203 254 276 515 615
355-6 450 213 227 278 320 574 689

USE p. 371

ISE p. 371

Ventilation 
accessoriesDimensions

Explosion proof fans
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Explosion proof centrifugal fans

dB(A) Tot Frequency bands [Hz]

63 125 250 500 1k 2k 4k 8k

LwA Inlet 71 46 55 63 60 65 65 62 57

LwA Outlet 76 45 51 64 68 72 68 67 64

LwA Surrounding 61 35 44 54 53 56 54 48 44

Measurement point: 0,266 m³/s; 290 Pa

dB(A) Tot Frequency bands [Hz]

63 125 250 500 1k 2k 4k 8k

LwA Inlet 77 50 62 67 66 72 71 69 65

LwA Outlet 77 48 53 65 68 72 70 69 64

LwA Surrounding 66 41 43 58 55 62 59 56 48

Measurement point: 0,461 m³/s; 339 Pa

dB(A) Tot Frequency bands [Hz]

63 125 250 500 1k 2k 4k 8k

LwA Inlet 77 51 63 66 65 72 71 68 64

LwA Outlet 79 49 57 67 71 73 72 71 66

LwA Surrounding 68 48 52 59 55 63 62 58 57

Measurement point: 0,411 m³/s; 500 Pa

dB(A) Tot Frequency bands [Hz]

63 125 250 500 1k 2k 4k 8k

LwA Inlet 80 52 69 67 68 72 73 75 71

LwA Outlet 83 51 65 71 76 75 74 78 72

LwA Surrounding 71 48 52 58 59 65 64 66 60

Measurement point: 0,509 m³/s; 595  Pa

Performance
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 Min. static pressure 130 Pa Min. static pressure 115 Pa

Min. static pressure 230 Pa Min. static pressure 250 Pa
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Explosion proof centrifugal fans

dB(A) Tot Frequency bands [Hz]

63 125 250 500 1k 2k 4k 8k

LwA Inlet 76 49 62 62 67 68 68 71 66

LwA Outlet 78 47 60 65 71 70 69 74 68

LwA Surrounding 65 37 47 53 59 59 58 59 51

Measurement point: 0,641 m³/s; 358 Pa

Explosion proof fans




